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enLink Status-T accurately measures temperature with up to three
precision temperature probes with a range of =55°C to +125°C.

enLink Status-T Temperature measurement via flexible, long lead probes allows
precise temperature monitoring in a wide variety of applications
including HVAC duct and pipes, food storage, soil, remote asset and
legionella monitoring.
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Temperature data is sent to the cloud / Internet via

long range LoRa wireless. Data can be analysed
using Synetica’s enVision loT platform or other
third party loT applications.
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enLink Status-T uses long range LoRa wireless to
measure and send temperature readings for up to 16km.

The three high accuracy, high precision, digital
temperature sensors are housed in waterproof stainless
probes connected via flexible 1 metre length cables.

Built in “edge processing” automatically generates alarm
messages for a range of applications including
legionella compliance and food temperature monitoring.
Sensor Characteristics

e Range: -55°C to +125°C e Probe: Stainless Steel

Probe size: 6mm x 50mm

e Accuracy: +0.5°C (-10 to +85°C)
e Resolution: 0.0625°C e Cable length: 1 metre
e Fully digital sensor e Waterproof

Long range LoRa wireless transmits the data for up to

16 km with deep in building penetration of 1—2 km
without repeaters.

Data can be received by any LoRaWAN compliant
gateway to forward data to the Cloud where it can be
analysed using enVision or third party applications.

Battery Powered

o Battery life 3+ years
e Can be installed in a few minutes

e« Compact enclosure 129mm x 67mm x 41mm

Long range LoRa wireless

e Upto16 km range
e Deep in-building penetration 1—2 km
e LoORaWAN compliant

Simple setup

e Supplied with 3 x probes, 1Im (other lengths available)
o Fully configurable alarm parameters

e Signal strength indicator

o Battery level indicator

e Digital sensors with no calibration required

o Full configuration and monitoring via USB
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